






Cambrian Industrial Park, Tonypandy, Rhondda Cynon Taff, CF40 2XX

AArrttwwoorrkk  SSppeecciiffiiccaattiioonnss Print 

RRee--ssuuppppllyyiinngg  aarrttwwoorrkk  
We aim to check and prepare for print all artwork as soon as it is received, if you need to
amend your artwork and re-supply it you must phone the office to arrange this. HSW cannot
accept any responsibility if incorrect versions are printed when multiple versions have been
supplied with no phoned or E-mail instructions have been given. If the files are complex and
take significant time to prepare for print a charge may be made for re-supplied files. 

AArrttwwoorrkk  ssuuppppllyy  aaddddrreessss  
Post artwork to: 

HHSSWW  PPrriinntt  
UUnniitt  11  
CCaammbbrriiaann  IInndduussttrriiaall  PPaarrkk  
CCllyyddaacchh  VVaallee  
CCFF4400  22XXXX  

E-mail all colour artwork to: (under 5 megabytes) 

lliinnddaawwiinnddssoorr@@hhsswwpprriinntt..ccoo..uukk  

ISDN artwork to: 

0011444433  442222000022  

FTP artwork:

PPlleeaassee  ccoonnttaacctt  tthhee  ssttuuddiioo  ffoorr  ddeettaaiillss

CCoonnffiirrmmaattiioonn
Artwork will only be processed on receipt of written, fax or E-mail confirmation of authorised 
Purchase Order where agreed credit terms exist. 

TTeerrmmss  &&  CCoonnddiittiioonnss  
Standard terms and conditions apply, available on request. 

IIff  yyoouu  hhaavvee  aannyy  qquueessttiioonnss  pplleeaassee  ccoonnttaacctt  LLiinnddaa  WWiinnddssoorr::  
PPhhoonnee::  0011444433  444411110000  
EEmmaaiill::  lliinnddaawwiinnddssoorr@@hhsswwpprriinntt..ccoo..uukk  

E&OE 01443 441100 or Email: lindawindsor@hswprint.co.uk



PDF REQUIREMENTS

When producing a PDF for HSW Print please use the following settings

to ensue an adequate quality PDF is produced.

1 PRESS/PRINT Quality High Resolution PDF

2 Crop markes to be added

3 3mm bleed around pages

4 Provide a single running page PDF document (do not save as spreads or printers pairs).

(eg. If your document is 20 pages long, create ONE PDF with 20 single pages in it).

5 All images to be CMYK or Pantone Mono/Duotone (Not RGB)

6 PDF to be composite CMYK (if any Pantone spot colours are used in the original file -

Quark, InDesign, Pagemaker, etc - these should be left as spot colours and a composite

CMYK PDF produced. The Spot colour information is incorporated in the final PDF)

7 Ensure that the colour “White” is not used in your original file. If you need white-out

type or white boxes format them as 0% of black.

8 ALL FONTS TO BE EMBEDDED.
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OUTPUT SETUP FOR INDESIGN

These are the setup windows to PRINT a
postscrip file from InDesign. The Postscript file
should then be converted to PDF using Acrobat
Distiller.
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